
MODULES

STANDARD FEATURES

SPECIFICATIONS

With decades of drilling pump expertise, GD Energy Products 
continues to deliver innovative solutions with our patented, Y-shape 
Drilling pump module rated for extreme pressures up to 10,000 
psi. Designed with a unique internal bore geometry, this module 
maximizes flow efficiency while minimizing operational stress that 
often leads to failure in conventional two-piece designs.

After years of field-proven performance on our GD Energy Products 
PZ 2400 pumps, we are proud to extend this powerful solution to our 
PZ 1600 and PZ 2000 pumps.

Y-SHAPED DRILLING MODULE 
10,000 PSI STARTS HERE

• Rated for 10,000 psi operating 
pressure 

• API 7 Valve assembly reduces fluid 
velocity

• Bore seal technology for improved 
valve cover, seal carrier, and wear 
plate seal performance

• Two-piece design eases routine 
maintenance

• Patented internal geometry 
maximizes flow efficiency

• Utilizes standard GD Energy 
Products module hardware

• Optimized flow pattern reduces 
stress at cross-bore intersection

• Replaceable Suction and Discharge 
module design
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TAP DRILL DEPTHS ARE MAXIMUM
THREAD DEPTHS ARE MINIMUM
FINISH OF CHAMFERS & FILLETS TO CONFORM TO ROUGHEST 
ADJACENT AREA

UNLESS OTHERWISE SPECIFIED:
DECIMAL         .X = ±.05
TOLERANCES     .XX = ±.02
              .XXX AS SPECIFIED
ANGULARITY: ± 0°-30'
CHAMFER ANGULARITY: 5°
CONCENTRICITY: Ø.015 AS DRAWN
       MAX ON ALL MACHINED SURFACES
 
 

DIMENSIONS ARE IN INCHES

DIMENSIONING AND TOLERANCING PER ASME Y14.5M-1994
SURFACE ROUGHNESS MEASURED PER ASME B46.1

96106.08 lbmass

BREAK ALL SHARP EDGES .005-.015

THE INFORMATION CONTAINED IN 
THIS DOCUMENT IS THE PROPERTY
OF GARDNER DENVER, INC. IT IS
NOT FOR PUBLIC DISCLOSURE.  
POSSESSION OF THE INFORMATION
DOES NOT CONVEY ANY RIGHT TO 
LOAN, SELL OR DISCLOSE THE 
INFORMATION.  UNAUTHORIZED 
REPRODUCTION OR USE OF THE 
INFORMATION IS  PROHIBITED.  
THIS DOCUMENT IS TO BE 
RETURNED TO GARDNER DENVER, 
INC. UPON THE COMPLETION OF 
THE PURPOSE FOR WHICH IT IS 
LOANED OR UPON REQUEST.
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Y-SHAPED DRILLING MODULE 
10,000 PSI STARTS HERE

L VS Y-SHAPE FLOW COMPARISON
As illustrated, the cross-bore intersection within a L-shape module is an area of high stress 
concentration due to the intersection’s radius.

GD Energy Products’ patented Y-shape design addresses this issue by opening up the intersection 
radius which allows the fluid to flow smoothly through the module resulting in reduced stress and 
maximum flow efficiency.
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